
Parkstrasse 20

5400 Baden

Netzwerk, DMX & standard-Bestückung FOH Version: 03/2023 pe

Position Fixture ETC eos ch. DMX fixture DMX dimmer Mode / Notes

VL1000TS 1 801 4/301-327 1/37 27ch

VL1000TS 2 802 4/328-354 1/38

VL1000TS 3 803 4/355-381 1/39

VL1000TS 4 804 4/382-408 1/40

VL1000TS 5 805 4/409-435 1/41

Power VL1000TS ??? 1/381 nondim, park @100%

Warp Motorised open Iris scroller 1 901 3/1-34 1/21 34ch

Warp Motorised open Iris scroller 2 902 3/35-68 1/22

Warp Motorised open Iris scroller 3 903 3/69-102 1/23

Warp Motorised open Iris scroller 4 904 3/103-136 1/24

Warp Motorised open Iris scroller 5 905 3/137-170 1/25

Warp Motorised open Iris scroller 6 906 3/171-204 1/26

Warp Motorised open Iris scroller 7 907 3/205-238 1/27

Power Warps ??? 1/383 nondim, park @100%

SolaFrame Theatre 1 911 3/239-285 47ch

SolaFrame Theatre 2 912 3/286-332

SolaFrame Theatre 3 913 3/333-379

SolaFrame Theatre 4 914 3/380-426

Power SolaFrame Theatre ??? 1/384 nondim, park @100%

Worklights / Umgangslicht Profiler 99 1/99

100 1/100

117 1/117

118 1/118

119 1/119

120 1/120

House lights ?? 1/401-413

Regie  lights 406 1/406

Network type: sACN Consoles:  

Guest-IPs: use DHCP / self assigned 169.xxx IP ETC eos Ti (FOH, Master): 10.101.20.101

Subnet: 255.255.0.0 ETC eos GIO (Stage, Backup): 10.101.20.102
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